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ABSTRACT 

 
High repetition rate pulsed fiber laser in 1μm is an attractive and novel source for optical transmission systems, since 
ytterbium-doped fiber (YDF) has the potential to provide broad gain spectrum and high optical conversion efficiency in 
this regime. Previous works in this area have explored the wavelength range above 1050 nm. In this paper, we focus 
more on the shorter wavelength band which is closer to the peak of the emission cross section of YDF at around 1030 nm. 
A 10-GHz harmonically mode-locked all-fiber laser is demonstrated. A pulse train with a pulsewidth of around 13 ps and 
wavelength tunable from 1023.5 nm to 1053.3 nm is achieved. The side-mode suppression ratio is more than 50 dB 
without any stabilization techniques.  
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1. INTRODUCTION 
 
With the unprecedented development of the fiber technology, YDF-based fiber lasers are becoming real competitors to 
the ytterbium-based bulk lasers. YDF is an ideal fiber gain medium for ultrashort pulse generation in 1-μm band since it 
has broad gain bandwidth, high doping level, and high optical conversion efficiency1. An all-fiber laser setup is 
competitive for its low loss, free of maintenance, and compatibility with other fiber systems. Mode-locking techniques, 
either passive or active, are the dominant methods in the generation of pulsed lasers. Many works about the pulsed fiber 
laser based on YDF used the passive mode-locking technologies2,3. Ultrashort pulsewidth2 and wide tuning range3 have 
been reported. However, most of the passive mode-locking lasers were mode-locked at the fundamental frequencies of 
the laser cavities in the order of only tens of megahertz. Such low repetition rate is only promising for applications where 
higher peak power is required such as optical imaging rather than transmission systems where high repetition rate is 
more crucial for larger information capacity. Moreover, the pulses are self-started without any external clock. Therefore 
the pulses are not precisely equally spaced in the time domain in passive mode-locking systems4, which may also have 
some harmful effect on signal transmission process. In optical transmission applications, actively mode-locked laser is 
preferred. It can be operated under much higher repetition rate in the order of gigahertz and the pulse train is precisely 
synchronized with an external master clock. Besides the fiber lasers, the photonic crystal fibers (PCFs) have great 
potential to participate as the transmission fibers in 1-μm band, which make transmission applications in this new band 
more attractive and feasible. PCFs can be manufactured to be single-mode for any wavelength5 in that range with low 
loss. A demonstration of a tunable 10-GHz, around 10.5-ps actively mode-locked Yb fiber laser has been reported6. The 
original tuning range of the mode-locked fiber laser was 1054 nm to 1080 nm. After spectrum broadening by utilizing the 
nonlinearity of the PCF, the tuning range of this laser was slightly broadened to be from 1051 nm to 1085 nm. Another 
work utilized the dispersion character of PCF by inserting it into the cavity to manage the net dispersion to anomalous 
dispersion regime and also compensated the chirp outside the cavity7. With the soliton effect, a tunable 10-GHz pulse 
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train with short pulsewidth of 2.5 ps was obtained in 1.1 μm. In this paper, we experimentally demonstrated an actively 
mode-locked Yb fiber laser in the shorter wavelength range at around 1030 nm, which more closely matched with the 
peak of the emission cross section of YDF. Without any additional dispersion management or chirp compensation, a 
10-GHz, around 13-ps pulse train tunable from 1023.5 nm to 1053.3 nm was achieved. 

 

 

Fig. 1. Schematic diagram of mode locking in the frequency domain. 

 

2. PRINCIPLE 
 
Under normal circumstances, there are multiple longitudinal modes oscillating in the fiber laser cavity simultaneously. 
The phase and amplitude relationships between them are totally random, which correspondingly result in random 
intensity variation in the time domain. In order to get a stable output, mode-locking technologies are introduced, both 
active and passive Longitudinal modes are equally spaced by the free spectral range (FSR) fc = c /(nL) where c is the 

light speed in the vacuum, n is the refractive index, and L is the cavity length. In an all-fiber setup, the total length is 
usually in the order of tens of meters to incorporate all the components with fiber pigtails. So fc is in the order of tens of 
megahertz. It is technically challenging to find a filter with a bandwidth narrow enough to filter out a 
single-longitudinal-mode (SLM) and the number of the longitudinal modes inside the cavity is huge. In actively 
mode-locked laser, an amplitude modulator (AM) is inserted in the cavity to modulate the loss of the cavity. According 
to the Fourier transform, such modulation at the same time produces two sidebands to each longitudinal mode at the 
spacing of the modulation frequency fm and these sidebands are driven in-phase. When the fm coincides with the 
multiples of fc of the cavity, the sidebands overlap with the existing longitudinal modes in the cavity. These modes are 
modulated with the same modulation frequency by AM and therefore higher order sidebands are produced as shown in 
Fig. 1. Finally, the phases of these multiple longitudinal modes are locked and the oscillation inside the cavity evolves 
into pulse radiation. By tuning the optical bandpass filter (OBPF) inside the cavity, the pulsing wavelength can be easily 
tuned. According to the analytical theory of active mode-locking established by Siegman and Kuizenga8, the output 
pulse shape is almost Gaussian. When we simplify the active mode-locking cavity by only considering the optical filter 
and intensity modulation inside the cavity9, the chirp-free pulsewidth can be estimated by 
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where τ is the pulsewidth at the 1/e intensity point. The full width at half maximum (FWHM) pulsewidth TFWHM should 
be TFWHM=1.665 τ. Modulation depth m is the ratio of the voltage Vp-p to Vπ. Bf is the 1/e bandwidth of the optical 
filter’s bandwidth and Bf=vFWHM/1.665.  

 
3. EXPERIMENT 

 
The experimental setup is illustrated in Fig. 2. The gain in the laser cavity was provided by a 30-cm long YDF. The YDF 
is highly-doped and the absorption rate at 974 nm is around 1000 dB/m. Pump source at 976 nm with the maximum 
pump power of 400 mW was launched into the cavity through a 980/1060 wavelength-division multiplexing (WDM) 
coupler. The 3-dB bandwidth of the OBPF is around 1.1 nm. A polarization controller (PC) aligned the 
state-of-polarization (SOP) of the light with the transmission axis of the AM to minimize the insertion loss. RF signal 
applied to the AM was sinusoidal signal at around 10 GHz. An isolator was inserted to ensure the unidirectional 
operation of the cavity. The output from the 90/10 coupler was further amplified by an YDFA and then analyzed on 
digital communication analyzer (DCA) and electrical spectrum analyzer (ESA).  

 
Fig. 2. Experimental setup of the 10-GHz active mode-locking fiber laser. Abbreviations are defined in text. 

 
Since lights with different wavelengths travel at different speeds inside the optical fiber, each time we tuned the central 
wavelength of the OBPF, the modulation frequency needed to be finely adjusted to match the harmonics of the FSR of 
the cavity at that specific wavelength as shown in Fig.3 (a). The tuning range was from 1023.5 nm to 1053.3 nm (around 
30 nm). The modulation frequency changed linearly with the operation wavelength. From the waveforms on DCA, the 
pulse quality decreased slightly as the filter was tuned away from the emission peak of YDF at around 1030 nm. Fig. 3 (b) 
– (e) show the waveforms of the pulse train with wavelengths in the middle and at the edges of the tuning range, 
respectively. When the pulse was at 1032.07 nm, the pulsewidth was measured to be 13.0 ps from the DCA (the optical 
bandwidth of the DCA is 53 GHz) and the FWHM of the spectrum was 1.12 nm. The modulation frequency was about 
9.2 GHz. When we took the modulation depth m as 0.5, the calculated pulsewidth at 1032.07 nm was 7.3 ps by following 
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Fig. 3. (a) Tunable wavelength versus the modulation frequency; 

Waveforms at (b) 1053.3 nm; (c)1023.5 nm; (d)1032.1 nm; (e) 1040.9 nm.  

equation (1), which corresponded to an optical bandwidth of more than 40 GHz. The measured value, which was 13.0 ps 
from the DCA, was larger than the numerical one due to the limitation of the electrical bandwidth of the photodetector. 
Moreover, the laser cavity was operated under normal dispersion regime due to the high value of normal material 
dispersion at wavelengths shorter than 1.1 μm in silica glass. The pulse inside the cavity was not chirp-free as assumed in 
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equation (1). The actual pulsewidth was supposed to be slightly larger than the numerical value since the numerical 
model did not take the broadening effect of the dispersion into account. Therefore, the pulsewidth of the output can be 
further shortened with intracavity dispersion management or chirp compensation outside the cavity7. Fig. 4 shows the 
electrical spectra of the output pulse. The side-mode suppression ratio was more than 50 dB. The active mode-locking 
setup could be affected by the environmental disturbances such as the temperature since the round trip time of the 
intracavity pulses would drift and misalign with the external clock. The side-mode suppression ratio could be further 
improved by adding some stablizing techniques like temperature control and phase-locked loop7.  

 

 

 

Fig. 4. (a) Electrical spectrum of the pulse at 1032.07 nm on ESA; (b) The details of the mode at 9.929 GHz. 

 
4. CONCLUSION 

 
In this paper, we demonstrated a 10-GHz actively mode-locked all-fiber laser with a tuning range from 1023.5 nm to 
1053.3 nm over a range of about 30 nm. The pulsewidth was around 13 ps without any dispersion management or chirp 
compensation. More than 50-dB side-mode suppression ratio was achieved. The pulse quality can be further improved by 
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adding some stabilization technologies and some dispersion management components. Such kind of optical source is 
attractive in terms of optical transmission applications in 1-μm band. Its operation regime is closer to the emission peak 
of YDF at around 1030 nm compared with the previous works6,7. Larger emission cross section of YDF in this shorter 
wavelength range may bring higher power conversion efficiency in the amplification and transmission processes. 
Moreover, since there is no gap between the tunable wavelength ranges in our work and the previous work6, a widely 
continuously tunable short pulse source with high repetition rate covering almost the whole 1-μm band is possible in the 
future work.    
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